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MachineryGuide Product List

Product Image Name Part Number

MachineryGuide includes:
- A software registration code, user manual

MachineryGuide software extra functions:
 - SHP Variable Rate Control option
 - Trailed Machinery option
 - Advanced Graphic option

MG01000

MG01001
MG01002
MG01003

BSC controller software MG02300

 MachineryGuide Orchard software, includes:
- A software registration code
- User manual

MG03000

7” Tablet holder
- Dimensions: 250mm x 300mm x150mm
- Weight: 1.2 kg
- 2 spherical joints

MG11470

10” Tablet holder
- Dimensions: 310mm x300mm x190mm
- Weight: 1.6 kg
- 2 spherical joints

MG11410

SM1 GNSS external antenna
- Antenna dimensions: 37.5mm x 34.5mm x 12.5 mm
- Weight: 0.06 kg
- Frequency: 1575MHz ~ 1615MHz
- Antenna gain: 27dB
- Cable length: 2.5 m
- Connector type: SMA plug

MG11120
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Product Image Name Part Number

MachineryGuide includes:
- A software registration code, user manual

MachineryGuide software extra functions:
 - SHP Variable Rate Control option
 - Trailed Machinery option
 - Advanced Graphic option

MG01000

MG01001
MG01002
MG01003

BSC controller software MG02300

 MachineryGuide Orchard software, includes:
- A software registration code
- User manual

MG03000

7” Tablet holder
- Dimensions: 250mm x 300mm x150mm
- Weight: 1.2 kg
- 2 spherical joints

MG11470

10” Tablet holder
- Dimensions: 310mm x300mm x190mm
- Weight: 1.6 kg
- 2 spherical joints

MG11410

SM1 GNSS external antenna
- Antenna dimensions: 37.5mm x 34.5mm x 12.5 mm
- Weight: 0.06 kg
- Frequency: 1575MHz ~ 1615MHz
- Antenna gain: 27dB
- Cable length: 2.5 m
- Connector type: SMA plug

MG11120

Product Image Name Part Number

DM1 GPS external antenna
- Dimensions: 66.5 mm x 66.5 mm x 49.8 mm
- Weight: 0.15 kg
- Frequency: 1574 MHz ~ 1606 MHz
- Antenna gain: 40 dB
- Connector type: TNC plug

MG11220

DM1 GPS external antenna magnetic mount
- Dimensions: 70mm x 65mm x 65mm
- Weight: 0.27 kg
- Rubber covered magnet

MG11260

DM1 RF cable
- Length: 3 m
- Weight: 0.04 kg
- Connector type: TNC to SMA plug

MG11240

CM1 GNSS external antenna
- Dimensions:152 mm x 152 mm x 94 mm
- Weight: 0.35 kg
- Frequency: 1574 MHz ~ 1606 MHz
- Antenna gain: 40 dB
- Connector type: TNC

MG11320

CM1/CM2 GNSS external antenna magnetic mount
- Dimensions: 88.5mm x 88.5mm x 43.5mm
- Weight: 0.24 kg
- Rubber covered magnet

MG11360

CM1/CM2 RF cable
- Length: 3 m
- Weight: 0.12 kg
- Connector type: TNC to SMA plug

MG11340

CM2 GNSS external antenna 
- Dimensions: 60mm x 90mm x 23mm
- Weight: 0.24 kg
- Cable length: 5 m

MG11420

CM2 GNSS external antenna
- Dimensions:152 mm x 152 mm x 94 mm
- Weight: 0.35 kg
- Frequency: 1164 ~ 1300 MHz, 1520 ~ 1615 MHz  
- Antenna gain: 40 dB
- Connector type: TNC

MG11430
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Product Image Name Part Number

SM1 GNSS receiver
- Dimensions: 94mm x 58mm x 26mm
- Weight: 0.1 kg
- Signals: GPS-, GLONASS-, SBAS-, QZSS

MG11110

DM1 GPS receiver
- Dimensions: 94mm x 58mm x 26mm
- Weight: 0.1 kg
- Signals: GPS, SBAS-, QZSS

MG11210

CM1 RTK receiver
- Dimensions: 94mm x 58mm x 26mm
- Weight: 0.1 kg
- Signals: GPS-, GLONASS-, SBAS-, QZSS
- Frequency: L1, L10F

MG11310

CM2 RTK receiver
- Dimensions: 94mm x 58mm x 26mm
- Weight: 0.1 kg
- Signals: GPS-, GLONASS-, SBAS-, QZSS
- Frequency: L1, L2

MG11510

DC cable without input connector
- Length: 2 m
- Weight: 0.05 kg
- Output connector type: 2.1 mm DC plug

MG11051

Cigarette plug DC cable
- Length: 2 m
- Weight: 0.07 kg
- Connector type: 2.1 mm DC plug and cigarette plug

MG11052

3-pin plug DC cable
- Length: 2 m
- Weight: 0.09 kg
- Connector type: 2.1 mm DC plug and 3-point plug

MG11053
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Product Image Name Part Number

SM1 GNSS receiver
- Dimensions: 94mm x 58mm x 26mm
- Weight: 0.1 kg
- Signals: GPS-, GLONASS-, SBAS-, QZSS

MG11110

DM1 GPS receiver
- Dimensions: 94mm x 58mm x 26mm
- Weight: 0.1 kg
- Signals: GPS, SBAS-, QZSS

MG11210

CM1 RTK receiver
- Dimensions: 94mm x 58mm x 26mm
- Weight: 0.1 kg
- Signals: GPS-, GLONASS-, SBAS-, QZSS
- Frequency: L1, L10F

MG11310

CM2 RTK receiver
- Dimensions: 94mm x 58mm x 26mm
- Weight: 0.1 kg
- Signals: GPS-, GLONASS-, SBAS-, QZSS
- Frequency: L1, L2

MG11510

DC cable without input connector
- Length: 2 m
- Weight: 0.05 kg
- Output connector type: 2.1 mm DC plug

MG11051

Cigarette plug DC cable
- Length: 2 m
- Weight: 0.07 kg
- Connector type: 2.1 mm DC plug and cigarette plug

MG11052

3-pin plug DC cable
- Length: 2 m
- Weight: 0.09 kg
- Connector type: 2.1 mm DC plug and 3-point plug

MG11053

 

Product Image Name Part Number

3-pin and USB power cable
- Length: 2 m
- Weight: 0.07 kg
- Connector type: 2.1 mm DC plug and cigarette plug

MG11250

7” tablet
- Dimensions: 194.8mm x 102mm x 8.8mm
- Weight: 0.26 kg
- CPU: Quad Core
- Storage: 16 GB

MG10087

10” tablet
- Dimensions: 247mm x 171mm x 8.3mm
- Weight: 0.51 kg
- CPU: Quad Core
- Storage: 16 GB 

- 10” tablet with LTE connection

MG10081

 MG10082

Pressure sensor for BSC Plus/BSC Pres
- Dimensions: 27mm x 28.5mm x 52mm
- Weight: 0.08 kg
- Connector type: M12 plug
- Thread size: G1/4

MG12070

USB car charger
- Dimensions: 25mm x 25mm x 42mm
- Weight: 0.12 kg
- Output: 1A

MG10093

3-output distributor with USB socket
- Cable length: 1.2m
- Weight: 0.29 kg
- Fuse type: 10A

MG10094

3-pin power cable splitter MG10095
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Product Image Name Part Number

3-pin power cable assembly
- Cable length: 1.5m
- Connector type: 3-pin socket
- Fuse type: 5A 

- With 15A fuse

MG10055

 MG10051

B format electric valve connector 
- Dimensions: 48.5mm x 21mm x 31 mm
- Weight: 0.015 kg
- Connector type: 3-pin

MG12091

A format electric valve connector
- Dimensions: 48mm x 27mm x 28mm
- Weight: 0.025 kg
- Connector type: 3-pin

MG12092

A format electric valve connector 
- Dimensions: 48mm x 27mm x 28mm
- Weight: 0.025 kg
- Connector type: 4-pin

MG12093

3-pin plug
- Dimensions: 37.5mm x 37.5mm x 74.5mm
- Weight: 0.037 kg

MG10091

USB adapter
 - 2 USB plugs
 - Voltage: 2 x 5V
 - Current: max. 2 x 2.1A
 

MG10096

Implement Switch MG12071
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Product Image Name Part Number

3-pin power cable assembly
- Cable length: 1.5m
- Connector type: 3-pin socket
- Fuse type: 5A 

- With 15A fuse

MG10055

 MG10051

B format electric valve connector 
- Dimensions: 48.5mm x 21mm x 31 mm
- Weight: 0.015 kg
- Connector type: 3-pin

MG12091

A format electric valve connector
- Dimensions: 48mm x 27mm x 28mm
- Weight: 0.025 kg
- Connector type: 3-pin

MG12092

A format electric valve connector 
- Dimensions: 48mm x 27mm x 28mm
- Weight: 0.025 kg
- Connector type: 4-pin

MG12093

3-pin plug
- Dimensions: 37.5mm x 37.5mm x 74.5mm
- Weight: 0.037 kg

MG10091

USB adapter
 - 2 USB plugs
 - Voltage: 2 x 5V
 - Current: max. 2 x 2.1A
 

MG10096

Implement Switch MG12071

 

MachineryGuide Package List

Product Image Name Part Number

MachineryGuide SM1 GNSS package MG31100

- SM1 GNSS receiver
- SM1 GNSS external antenna

- Power supply cable

MG11110
MG01000

MG11051
or MG11052
or MG11053
or MG11250

MachineryGuide DM1 GPS package MG31200

- DM1 GPS receiver
- DM1 GPS external antenna
- DM1 GPS external antenna magnetic mount
- DM1 RF cable
- Power supply cable

MG11210
MG11220
MG11260
MG11240
MG11051
or MG11052
or MG11053
or MG11250

MachineryGuide CM1 RTK package MG31300

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnetic mount
- CM1 RF cable
- Power supply cable

MG11310
MG11320
MG11360
MG11340
MG11051
or MG11052
or MG11053
or MG11250

MachineryGuide CM2 RTK package with patch antenna MG31400

- CM2 GNSS receiver
- CM2 GNSS external antenna
- Power supply cable

MG11510
MG11420
MG11051
or MG11052
or MG11053
or MG11250

MachineryGuide CM2 RTK package MG31401

- CM2 GNSS receiver
- CM2 GNSS external antenna
- CM1/CM2 GNSS external antenna magnetic mount
- CM1/CM2  RF cable
- Power supply cable

MG11510
MG11430
MG11360
MG11340
MG11051
or MG11052
or MG11053
or MG11250
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Product Image Name Part Number

MachineryGuide SM1 7” package without tablet MG31170

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 7” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11470
MG01000

MachineryGuide SM1 7” package with tablet MG31177

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 7” tablet holder
- 7” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11470
MG10087
MG01000

MachineryGuide SM1 10” package without tablet MG31110

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 10” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11410
MG01000

MachineryGuide SM1 10” package with tablet MG31111

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 10” tablet holder
- 10” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11410
MG10081
MG01000

MachineryGuide SM1 10” package with LTE tablet MG31112

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 10” tablet holder
- 10” tablet with LTE connection
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11410
MG10082
MG01000
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Product Image Name Part Number

MachineryGuide SM1 7” package without tablet MG31170

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 7” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11470
MG01000

MachineryGuide SM1 7” package with tablet MG31177

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 7” tablet holder
- 7” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11470
MG10087
MG01000

MachineryGuide SM1 10” package without tablet MG31110

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 10” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11410
MG01000

MachineryGuide SM1 10” package with tablet MG31111

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 10” tablet holder
- 10” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11410
MG10081
MG01000

MachineryGuide SM1 10” package with LTE tablet MG31112

- SM1 GNSS receiver
- SM1 GNSS external antenna
- 10” tablet holder
- 10” tablet with LTE connection
- MachineryGuide software
- For power supply cable options, see page 21

MG11110
MG11120
MG11410
MG10082
MG01000

Product Image Name Part Number

MachineryGuide DM1 7” package without tablet MG31270

- DM1 GPS receiver
- DM1 GPS external antenna
- DM1 GPS external antenna magnetic mount
- DM1 RF cable
- 7” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11210
MG11220
MG11260
MG11240
MG11470
MG01000

MachineryGuide DM1 7” package with tablet MG31277

- DM1 GPS receiver
- DM1 GPS external antenna
- DM1 GPS external antenna magnetic mount
- DM1 RF cable
- 7” tablet holder
- 7” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11210
MG11220
MG11260
MG11240
MG11470
MG10087
MG01000

MachineryGuide DM1 10” package without tablet MG31210

- DM1 GPS receiver
- DM1 GPS external antenna
- DM1 GPS external antenna magnetic mount
- DM1 RF cable
- 10” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11210
MG11220
MG11260
MG11240
MG11470
MG01000

MachineryGuide DM1 10” package with tablet MG31211

- DM1 GPS receiver
- DM1 GPS external antenna
- DM1 GPS external antenna magnetic mount
- DM1 RF cable
- 10” tablet holder
- 10” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11210
MG11220
MG11260
MG11240
MG11410
MG10081
MG01000

MachineryGuide DM1 10” package with LTE tablet MG31212

- DM1 GPS receiver
- DM1 GPS external antenna
- DM1 GPS external antenna magnetic mount
- DM1 RF cable
- 10” tablet holder
- 10” tablet with LTE connection
- MachineryGuide software
- For power supply cable options, see page 21

MG11210
MG11220
MG11260
MG11240
MG11410
MG10082
MG01000
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Product Image Name Part Number

MachineryGuide CM1 7” package without tablet MG31370

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnetic mount
- CM1 RF cable
- 7” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11470
MG01000

MachineryGuide CM1 7” package with tablet MG31377

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnetic mount
- CM1 RF cable
- 7” tablet holder
- 7” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11470
MG10087
MG01000

MachineryGuide CM1 10” package without tablet MG31310

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnet mount
- CM1 RF cable
- CM1 RF adapter
- 10” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11410
MG01000

MachineryGuide CM1 10” package with tablet MG31311

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnet mount
- CM1 RF cable
- 10” tablet holder
- 10” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11410
MG10081
MG01000

MachineryGuide CM1 10” package with LTE tablet MG31312

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnet mount
- CM1 RF cable
- 10” tablet holder
- 10” tablet with LTE connection
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11410
MG10082
MG01000
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Product Image Name Part Number

MachineryGuide CM1 7” package without tablet MG31370

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnetic mount
- CM1 RF cable
- 7” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11470
MG01000

MachineryGuide CM1 7” package with tablet MG31377

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnetic mount
- CM1 RF cable
- 7” tablet holder
- 7” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11470
MG10087
MG01000

MachineryGuide CM1 10” package without tablet MG31310

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnet mount
- CM1 RF cable
- CM1 RF adapter
- 10” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11410
MG01000

MachineryGuide CM1 10” package with tablet MG31311

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnet mount
- CM1 RF cable
- 10” tablet holder
- 10” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11410
MG10081
MG01000

MachineryGuide CM1 10” package with LTE tablet MG31312

- CM1 GNSS receiver
- CM1 GNSS external antenna
- CM1 GNSS external antenna magnet mount
- CM1 RF cable
- 10” tablet holder
- 10” tablet with LTE connection
- MachineryGuide software
- For power supply cable options, see page 21

MG11310
MG11320
MG11360
MG11340
MG11410
MG10082
MG01000

Product Image Name Part Number

MachineryGuide CM2 7” package without tablet MG31470

- CM2 GNSS receiver
- CM2 GNSS external antenna or 
- CM2 GNNS patch antenna
- CM1 GNSS external antenna magnetic mount
- CM2 RF cable
- 7” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11510
MG11430
MG11420
MG11360
MG11340
MG11470
MG01000

MachineryGuide CM2 7” package with tablet MG31477

- CM2 GNSS receiver
- CM2 GNSS external antenna or 
- CM2 GNNS patch antenna
- CM2 GNSS external antenna magnetic mount
- CM2 RF cable
- 7” tablet holder
- 7” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG11510
MG11430
MG11420
MG11360
MG11340
MG11470
MG10087
MG01000

MachineryGuide CM2 10” package without tablet MG31410

- CM2 GNSS receiver
- CM2 GNSS external antenna or 
- CM2 GNNS patch antenna
- CM2 GNSS external antenna magnetic mount
- CM2 RF cable
- 10” tablet holder
- MachineryGuide software
- For power supply cable options, see page 21

MG11510
MG11430
MG11420
MG11360
MG11340
MG11410
MG01000

MachineryGuide CM2 10” package with tablet MG31411

- CM2 GNSS receiver
- CM2 GNSS external antenna or 
- CM2 GNNS patch antenna
- CM2 GNSS external antenna magnetic mount
- CM2 RF cable
- 10” tablet holder
- 10” tablet
- MachineryGuide software
- For power supply cable options, see page 21

MG1150
MG11430
MG11420
MG11360
MG11340
MG11410
MG10081
MG01000

MachineryGuide CM2 10” package with LTE tablet MG31412

- CM2 GNSS receiver
- CM2 GNSS external antenna or
- CM2 GNNS patch antenna
- CM2 GNSS external antenna magnetic mount
- CM2 RF cable
- 10” tablet holder
- 10” tablet with LTE connection
- MachineryGuide software
- For power supply cable options, see page 21

MG11510
MG11430
MG11420
MG11360
MG11340
MG11410
MG10082
MG01000
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Product Image Name Part Number

BSC section controller with small casing

Part Number Configuration:
MG12 _ _ _ - SXYZ, where:

S = Small casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

- Dimensions: 187.5mm x 57mm x 96.5mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Implement switch

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections

- 1 section, 1 master valve connection
- 2 section, 1 master valve connection
- 3 section, 1 master valve connection
- 4 section, 1 master valve connection

MG12100-SXY
MG12101-SXY
MG12102-SXY
MG12103-SXY

MG12111-SXY
MG12112-SXY
MG12113-SXY
MG12114-SXY

BSC section controller with small casing - PCB only MG11111-SPCB

 - 4 section, 1 master valve connection

BSC section controller with normal casing

Part Number Configuration:
MG12 _ _ _ - NXYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Implement switch
- Serial connection

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections
- 5 section connections
- 6 section connections
- 7 section connections
- 8 section connections
- 9 section connections
- 10 section connections
- 11 section connections
- 12 section connections

- 1 section, 1 master valve
- 2 section, 1 master valve

MG12100-NXYZ
MG12101-NXYZ
MG12102-NXYZ
MG12103-NXYZ
MG12104-NXYZ
MG12105-NXYZ
MG12106-NXYZ
MG12107-NXYZ
MG12108-NXYZ
MG12109-NXYZ
MG121010-NXYZ
MG121011-NXYZ

MG12111-NXYZ
MG12112-NXYZ
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Product Image Name Part Number

BSC section controller with small casing

Part Number Configuration:
MG12 _ _ _ - SXYZ, where:

S = Small casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

- Dimensions: 187.5mm x 57mm x 96.5mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Implement switch

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections

- 1 section, 1 master valve connection
- 2 section, 1 master valve connection
- 3 section, 1 master valve connection
- 4 section, 1 master valve connection

MG12100-SXY
MG12101-SXY
MG12102-SXY
MG12103-SXY

MG12111-SXY
MG12112-SXY
MG12113-SXY
MG12114-SXY

BSC section controller with small casing - PCB only MG11111-SPCB

 - 4 section, 1 master valve connection

BSC section controller with normal casing

Part Number Configuration:
MG12 _ _ _ - NXYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Implement switch
- Serial connection

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections
- 5 section connections
- 6 section connections
- 7 section connections
- 8 section connections
- 9 section connections
- 10 section connections
- 11 section connections
- 12 section connections

- 1 section, 1 master valve
- 2 section, 1 master valve

MG12100-NXYZ
MG12101-NXYZ
MG12102-NXYZ
MG12103-NXYZ
MG12104-NXYZ
MG12105-NXYZ
MG12106-NXYZ
MG12107-NXYZ
MG12108-NXYZ
MG12109-NXYZ
MG121010-NXYZ
MG121011-NXYZ

MG12111-NXYZ
MG12112-NXYZ

Product Image Name Part Number

- 3 section, 1 master valve
- 4 section, 1 master valve
- 5 section, 1 master valve
- 6 section, 1 master valve
- 7 section, 1 master valve
- 8 section, 1 master valve
- 9 section, 1 master valve
- 10 section, 1 master valve
- 11 section, 1 master valve
- 12 section, 1 master valve

MG12113-NXYZ
MG12114-NXYZ
MG12115-NXYZ
MG12116-NXYZ
MG12117-NXYZ
MG12118-NXYZ
MG12119-NXYZ
MG121110-NXYZ
MG121111-NXYZ
MG121112-NXYZ

BSC section controller with Hydraulic Controller

The section controller can be 
ordered with different number of 
hydraulic coils.

Part Number Configuration:
MG12 _ _ _ - _XYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

H = Number of hydraulic coils

Maximum number of hydraulic 
coils is 18 if both Implement 
switch and Serial connection are 
needed!

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Integrated Hydraulic Controller (BHC)
- Implement switch
- Serial connection

- 1 section connection, 1-19 hydraulic colis (H)
- 2 section connections, 1-19 hydraulic colis (H)
- 3 section connections, 1-19 hydraulic colis (H)
- 4 section connections, 1-18 hydraulic colis (H)
- 5 section connections, 1-17 hydraulic colis (H)
- 6 section connections, 1-16 hydraulic colis (H)
- 7 section connections, 1-15 hydraulic colis (H)
- 8 section connections, 1-14 hydraulic colis (H)
- 9 section connections, 1-13 hydraulic colis (H)
- 10 section connections, 1-12 hydraulic colis (H)
- 11 section connections, 1-11 hydraulic colis (H)
- 12 section connections, 1-10 hydraulic colis (H)

- 1 section, 1 master valve, 1-19 hydraulic colis (H)
- 2 section, 1 master valve , 1-19 hydraulic colis (H)
- 3 section, 1 master valve, 1-18 hydraulic colis (H)
- 4 section, 1 master valve, 1-17 hydraulic colis (H)
- 5 section, 1 master valve, 1-16 hydraulic colis (H)
- 6 section, 1 master valve, 1-15 hydraulic colis (H)
- 7 section, 1 master valve, 1-14 hydraulic colis (H)
- 8 section, 1 master valve, 1-13 hydraulic colis (H)
- 9 section, 1 master valve, 1-12 hydraulic colis (H)
- 10 section, 1 master valve, 1-11 hydraulic colis (H)
- 11 section, 1 master valve, 1-10 hydraulic colis (H)

 

MG12100-NXYZH
MG12101-NXYZH
MG12102-NXYZH
MG12103-NXYZH
MG12104-NXYZH
MG12105-NXYZH
MG12106-NXYZH
MG12107-NXYZH
MG12108-NXYZH
MG12109-NXYZH
MG121010-NXYZH
MG121011-NXYZH

MG12111-NXYZH
MG12112-NXYZH
MG12113-NXYZH
MG12114-NXYZH
MG12115-NXYZH
MG12116-NXYZH
MG12117-NXYZH
MG12118-NXYZH
MG12119-NXYZH
MG121110-NXYZH
MG121111-NXYZH

BSC section controller with normal casing - PCB only MG11111-NPCB

- 12 section, 1 master valve connection
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Product Image Name Part Number

BSC Plus section controller with small casing

Part Number Configuration:
MG12 _ _ _ - SXYZ, where:

S = Small casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

- Dimensions: 187.5mm x 57mm x 96.5mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Implement switch

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections

- 1 section, 1 master valve connection
- 2 section, 1 master valve connection
- 3 section, 1 master valve connection
- 4 section, 1 master valve connection

MG12200-SXY
MG12201-SXY
MG12202-SXY
MG12203-SXY

MG12211-SXY
MG12212-SXY
MG12213-SXY
MG12214-SXY

BSC Plus section controller with small casing - PCB only MG22222-SPCB

 - 4 section, 1 master valve connection

BSC Plus section controller with normal casing

Part Number Configuration:
MG12 _ _ _ - NXYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Implement switch
- Serial connection

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections
- 5 section connections
- 6 section connections
- 7 section connections
- 8 section connections
- 9 section connections
- 10 section connections
- 11 section connections
- 12 section connections

- 1 section, 1 master valve
- 2 section, 1 master valve

MG12200-NXYZ
MG12201-NXYZ
MG12202-NXYZ
MG12203-NXYZ
MG12204-NXYZ
MG12205-NXYZ
MG12206-NXYZ
MG12207-NXYZ
MG12208-NXYZ
MG12209-NXYZ
MG122010-NXYZ
MG122011-NXYZ

MG12211-NXYZ
MG12212-NXYZ
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Product Image Name Part Number

BSC Plus section controller with small casing

Part Number Configuration:
MG12 _ _ _ - SXYZ, where:

S = Small casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

- Dimensions: 187.5mm x 57mm x 96.5mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Implement switch

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections

- 1 section, 1 master valve connection
- 2 section, 1 master valve connection
- 3 section, 1 master valve connection
- 4 section, 1 master valve connection

MG12200-SXY
MG12201-SXY
MG12202-SXY
MG12203-SXY

MG12211-SXY
MG12212-SXY
MG12213-SXY
MG12214-SXY

BSC Plus section controller with small casing - PCB only MG22222-SPCB

 - 4 section, 1 master valve connection

BSC Plus section controller with normal casing

Part Number Configuration:
MG12 _ _ _ - NXYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Implement switch
- Serial connection

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections
- 5 section connections
- 6 section connections
- 7 section connections
- 8 section connections
- 9 section connections
- 10 section connections
- 11 section connections
- 12 section connections

- 1 section, 1 master valve
- 2 section, 1 master valve

MG12200-NXYZ
MG12201-NXYZ
MG12202-NXYZ
MG12203-NXYZ
MG12204-NXYZ
MG12205-NXYZ
MG12206-NXYZ
MG12207-NXYZ
MG12208-NXYZ
MG12209-NXYZ
MG122010-NXYZ
MG122011-NXYZ

MG12211-NXYZ
MG12212-NXYZ

Product Image Name Part Number

- 3 section, 1 master valve
- 4 section, 1 master valve
- 5 section, 1 master valve
- 6 section, 1 master valve
- 7 section, 1 master valve
- 8 section, 1 master valve
- 9 section, 1 master valve
- 10 section, 1 master valve
- 11 section, 1 master valve
- 12 section, 1 master valve

MG12213-NXYZ
MG12214-NXYZ
MG12215-NXYZ
MG12216-NXYZ
MG12217-NXYZ
MG12218-NXYZ
MG12219-NXYZ
MG122110-NXYZ
MG122111-NXYZ 
MG122112-NXYZ

BSC Plus section controller with Hydraulic Controller

The section controller can be 
ordered with different number of 
hydraulic coils.

Part Number Configuration:
MG12 _ _ _ - _XYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

H = Number of hydraulic coils

Maximum number of hydraulic 
coils is 18 if both Implement 
switch and Serial connection are 
needed!

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Integrated Hydraulic Controller (BHC)
- Implement switch
- Serial connection

- 1 section connection, 1-19 hydraulic colis (H)
- 2 section connections, 1-18 hydraulic colis (H)
- 3 section connections, 1-17 hydraulic colis (H)
- 4 section connections, 1-16 hydraulic colis (H)
- 5 section connections, 1-15 hydraulic colis (H)
- 6 section connections, 1-14 hydraulic colis (H)
- 7 section connections, 1-13 hydraulic colis (H)
- 8 section connections, 1-12 hydraulic colis (H)
- 9 section connections, 1-11 hydraulic colis (H)
- 10 section connections, 1-10 hydraulic colis (H)
- 11 section connections, 1-9 hydraulic colis (H)
- 12 section connections, 1-8 hydraulic colis (H)

- 1 section, 1 master valve, 1-18 hydraulic colis (H)
- 2 section, 1 master valve, 1-17 hydraulic colis (H)
- 3 section, 1 master valve, 1-16hydraulic colis (H)
- 4 section, 1 master valve, 1-15 hydraulic colis (H)
- 5 section, 1 master valve, 1-14 hydraulic colis (H)
- 6 section, 1 master valve, 1-13 hydraulic colis (H)
- 7 section, 1 master valve, 1-12 hydraulic colis (H)
- 8 section, 1 master valve, 1-11 hydraulic colis (H)
- 9 section, 1 master valve, 1-10 hydraulic colis (H)
- 10 section, 1 master valve, 1-9 hydraulic colis (H)
- 11 section, 1 master valve, 1-8 hydraulic colis (H)
- 12 section, 1 master valve, 1-7 hydraulic colis (H)

 

MG12200-NXYZH
MG12201-NXYZH
MG12202-NXYZH
MG12203-NXYZH
MG12204-NXYZH
MG12205-NXYZH
MG12206-NXYZH
MG12207-NXYZH
MG12208-NXYZH
MG12209-NXYZH
MG122010-NXYZH
MG122011-NXYZH

MG12211-NXYZH
MG12212-NXYZH
MG12213-NXYZH
MG12214-NXYZH
MG12215-NXYZH
MG12216-NXYZH
MG12217-NXYZH
MG12218-NXYZH
MG12219-NXYZH
MG122110-NXYZH
MG122111-NXYZH
MG122112-NXYZH

BSC Plus section controller with normal casing - PCB only MG22222-NPCB

 - 12 section, 1 master valve connection
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Product Image Name Part Number

BSC Pres section controller with small casing

Part Number Configuration:
MG12 _ _ _ - SXYZ, where:

S = Small casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

- Dimensions: 187.5mm x 57mm x 96.5mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Implement switch

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections

- 1 section, 1 master valve connection
- 2 section, 1 master valve connection
- 3 section, 1 master valve connection
- 4 section, 1 master valve connection

MG12300-SXY
MG12301-SXY
MG12302-SXY
MG12303-SXY

MG12311-SXY
MG12312-SXY
MG12313-SXY
MG12314-SXY

BSC Pres section controller with small casing - PCB only MG33333-SPCB

 - 4 section, 1 master valve connection

BSC Pres section controller with normal casing

Part Number Configuration:
MG12 _ _ _ - NXYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Implement switch
- Serial connection

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections
- 5 section connections
- 6 section connections
- 7 section connections
- 8 section connections
- 9 section connections
- 10 section connections
- 11 section connections
- 12 section connections

- 1 section, 1 master valve
- 2 section, 1 master valve

MG12300-NXYZ
MG12301-NXYZ
MG12302-NXYZ
MG12303-NXYZ
MG12304-NXYZ
MG12305-NXYZ
MG12306-NXYZ
MG12307-NXYZ
MG12308-NXYZ
MG12309-NXYZ
MG123010-NXYZ
MG123011-NXYZ

MG12311-NXYZ
MG12312-NXYZ
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Product Image Name Part Number

BSC Pres section controller with small casing

Part Number Configuration:
MG12 _ _ _ - SXYZ, where:

S = Small casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

- Dimensions: 187.5mm x 57mm x 96.5mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Implement switch

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections

- 1 section, 1 master valve connection
- 2 section, 1 master valve connection
- 3 section, 1 master valve connection
- 4 section, 1 master valve connection

MG12300-SXY
MG12301-SXY
MG12302-SXY
MG12303-SXY

MG12311-SXY
MG12312-SXY
MG12313-SXY
MG12314-SXY

BSC Pres section controller with small casing - PCB only MG33333-SPCB

 - 4 section, 1 master valve connection

BSC Pres section controller with normal casing

Part Number Configuration:
MG12 _ _ _ - NXYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Implement switch
- Serial connection

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections
- 5 section connections
- 6 section connections
- 7 section connections
- 8 section connections
- 9 section connections
- 10 section connections
- 11 section connections
- 12 section connections

- 1 section, 1 master valve
- 2 section, 1 master valve

MG12300-NXYZ
MG12301-NXYZ
MG12302-NXYZ
MG12303-NXYZ
MG12304-NXYZ
MG12305-NXYZ
MG12306-NXYZ
MG12307-NXYZ
MG12308-NXYZ
MG12309-NXYZ
MG123010-NXYZ
MG123011-NXYZ

MG12311-NXYZ
MG12312-NXYZ

Product Image Name Part Number

- 3 section, 1 master valve
- 4 section, 1 master valve
- 5 section, 1 master valve
- 6 section, 1 master valve
- 7 section, 1 master valve
- 8 section, 1 master valve
- 9 section, 1 master valve
- 10 section, 1 master valve
- 11 section, 1 master valve
- 12 section, 1 master valve

MG12313-NXYZ
MG12314-NXYZ
MG12315-NXYZ
MG12316-NXYZ
MG12317-NXYZ
MG12318-NXYZ
MG12319-NXYZ
MG123110-NXYZ
MG123111-NXYZ
MG123112-NXYZ

BSC Pres section controller with Hydraulic Controller

The section controller can be 
ordered with different number of 
hydraulic coils.

Part Number Configuration:
MG12 _ _ _ - _XYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

H = Number of hydraulic coils

Maximum number of hydraulic 
coils is 18 if both Implement 
switch and Serial connection are 
needed!

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Pressure sensor connector: M12 plug
- Integrated Hydraulic Controller (BHC)
- Implement switch
- Serial connection

- 1 section connection, 1-19 hydraulic colis (H)
- 2 section connections, 1-18 hydraulic colis (H)
- 3 section connections, 1-17 hydraulic colis (H)
- 4 section connections, 1-16 hydraulic colis (H)
- 5 section connections, 1-15 hydraulic colis (H)
- 6 section connections, 1-14 hydraulic colis (H)
- 7 section connections, 1-13 hydraulic colis (H)
- 8 section connections, 1-12 hydraulic colis (H)
- 9 section connections, 1-11 hydraulic colis (H)
- 10 section connections, 1-10 hydraulic colis (H)
- 11 section connections, 1-9 hydraulic colis (H)
- 12 section connections, 1-8 hydraulic colis (H)

- 1 section, 1 master valve, 1-18 hydraulic colis (H)
- 2 section, 1 master valve, 1-17 hydraulic colis (H)
- 3 section, 1 master valve, 1-16 hydraulic colis (H)
- 4 section, 1 master valve, 1-15 hydraulic colis (H)
- 5 section, 1 master valve, 1-14 hydraulic colis (H)
- 6 section, 1 master valve, 1-13 hydraulic colis (H)
- 7 section, 1 master valve, 1-12 hydraulic colis (H)
- 8 section, 1 master valve, 1-11 hydraulic colis (H)
- 9 section, 1 master valve, 1-10 hydraulic colis (H)
- 10 section, 1 master valve, 1-9 hydraulic colis (H)
- 11 section, 1 master valve, 1-8 hydraulic colis (H)
- 12 section, 1 master valve, 1-7 hydraulic colis (H)

 

MG12300-NXYZH
MG12301-NXYZH
MG12302-NXYZH
MG12303-NXYZH
MG12304-NXYZH
MG12305-NXYZH
MG12306-NXYZH
MG12307-NXYZH
MG12308-NXYZH
MG12309-NXYZH
MG123010-NXYZH
MG123011-NXYZH

MG12311-NXYZH
MG12312-NXYZH
MG12313-NXYZH
MG12314-NXYZH
MG12315-NXYZH
MG12316-NXYZH
MG12317-NXYZH
MG12318-NXYZH
MG12319-NXYZH
MG123110-NXYZH
MG123111-NXYZH
MG123112-NXYZH

BSC Plus section controller with normal casing - PCB only MG33333-NPCB

 - 12 section, 1 master valve connection
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Product Image Name Part Number

BSC Flow section controller with small casing

Part Number Configuration:
MG12 _ _ _ - SXYZ, where:

S = Small casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

- Dimensions: 187.5mm x 57mm x 96.5mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Flow sensor
- Implement switch

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections

- 1 section, 1 master valve connection
- 2 section, 1 master valve connection
- 3 section, 1 master valve connection
- 4 section, 1 master valve connection

MG12400-SXY
MG12401-SXY
MG12402-SXY
MG12403-SXY

MG12411-SXY
MG12412-SXY
MG12413-SXY
MG12414-SXY

BSC Flow section controller with small casing - PCB only MG44444-SPCB

 - 4 section, 1 master valve connection

BSC Flow section controller with normal casing

Part Number Configuration:
MG12 _ _ _ - NXYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Flow Sensor
- Implement switch
- Serial connection

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections
- 5 section connections
- 6 section connections
- 7 section connections
- 8 section connections
- 9 section connections
- 10 section connections
- 11 section connections
- 12 section connections

- 1 section, 1 master valve
- 2 section, 1 master valve

MG12400-NXYZ
MG12401-NXYZ
MG12402-NXYZ
MG12403-NXYZ
MG12404-NXYZ
MG12405-NXYZ
MG12406-NXYZ
MG12407-NXYZ
MG12408-NXYZ
MG12409-NXYZ
MG124010-NXYZ
MG124011-NXYZ

MG12411-NXYZ
MG12412-NXYZ
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Product Image Name Part Number

BSC Flow section controller with small casing

Part Number Configuration:
MG12 _ _ _ - SXYZ, where:

S = Small casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

- Dimensions: 187.5mm x 57mm x 96.5mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Flow sensor
- Implement switch

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections

- 1 section, 1 master valve connection
- 2 section, 1 master valve connection
- 3 section, 1 master valve connection
- 4 section, 1 master valve connection

MG12400-SXY
MG12401-SXY
MG12402-SXY
MG12403-SXY

MG12411-SXY
MG12412-SXY
MG12413-SXY
MG12414-SXY

BSC Flow section controller with small casing - PCB only MG44444-SPCB

 - 4 section, 1 master valve connection

BSC Flow section controller with normal casing

Part Number Configuration:
MG12 _ _ _ - NXYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Flow Sensor
- Implement switch
- Serial connection

- 1 section connection
- 2 section connections
- 3 section connections
- 4 section connections
- 5 section connections
- 6 section connections
- 7 section connections
- 8 section connections
- 9 section connections
- 10 section connections
- 11 section connections
- 12 section connections

- 1 section, 1 master valve
- 2 section, 1 master valve

MG12400-NXYZ
MG12401-NXYZ
MG12402-NXYZ
MG12403-NXYZ
MG12404-NXYZ
MG12405-NXYZ
MG12406-NXYZ
MG12407-NXYZ
MG12408-NXYZ
MG12409-NXYZ
MG124010-NXYZ
MG124011-NXYZ

MG12411-NXYZ
MG12412-NXYZ

Product Image Name Part Number

- 3 section, 1 master valve
- 4 section, 1 master valve
- 5 section, 1 master valve
- 6 section, 1 master valve
- 7 section, 1 master valve
- 8 section, 1 master valve
- 9 section, 1 master valve
- 10 section, 1 master valve
- 11 section, 1 master valve
- 12 section, 1 master valve

MG12413-NXYZ
MG12414-NXYZ
MG12415-NXYZ
MG12416-NXYZ
MG12417-NXYZ
MG12418-NXYZ
MG12419-NXYZ
MG124110-NXYZ
MG124111-NXYZ 
MG124112-NXYZ

BSC Flow  section controller with Hydraulic Controller

The section controller can be 
ordered with different number of 
hydraulic coils.

Part Number Configuration:
MG12 _ _ _ - _XYZ, where:

N = Normal Casing

X = 1 is B format 3-pin plug
X = 2 is A format 3-pin plug
X = 3 is A format 4-pin plug

Y = 0 is no Implement switch
Y = 1 is Implement switch

Z = 0 is no Serial connection
Z = 1 is Serial connection

H = Number of hydraulic coils

Maximum number of hydraulic 
coils is 18 if both Implement 
switch and Serial connection are 
needed, and 17 if pressure sensor 
needed!

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug
- Flow sensor
- Integrated Hydraulic Controller (BHC)
- Implement switch
- Serial connection

- 1 section connection, 1-19 hydraulic colis (H)
- 2 section connections, 1-18 hydraulic colis (H)
- 3 section connections, 1-17 hydraulic colis (H)
- 4 section connections, 1-16 hydraulic colis (H)
- 5 section connections, 1-15 hydraulic colis (H)
- 6 section connections, 1-14 hydraulic colis (H)
- 7 section connections, 1-13 hydraulic colis (H)
- 8 section connections, 1-12 hydraulic colis (H)
- 9 section connections, 1-11 hydraulic colis (H)
- 10 section connections, 1-10 hydraulic colis (H)
- 11 section connections, 1-9 hydraulic colis (H)
- 12 section connections, 1-8 hydraulic colis (H)

- 1 section, 1 master valve, 1-18 hydraulic colis (H)
- 2 section, 1 master valve, 1-17 hydraulic colis (H)
- 3 section, 1 master valve, 1-16 hydraulic colis (H)
- 4 section, 1 master valve, 1-15 hydraulic colis (H)
- 5 section, 1 master valve, 1-14 hydraulic colis (H)
- 6 section, 1 master valve, 1-13 hydraulic colis (H)
- 7 section, 1 master valve, 1-12 hydraulic colis (H)
- 8 section, 1 master valve, 1-11 hydraulic colis (H)
- 9 section, 1 master valve, 1-10 hydraulic colis (H)
- 10 section, 1 master valve, 1-9 hydraulic colis (H)
- 11 section, 1 master valve, 1-8 hydraulic colis (H)
- 12 section, 1 master valve, 1-7 hydraulic colis (H)

 

MG12400-NXYZH
MG12401-NXYZH
MG12402-NXYZH
MG12403-NXYZH
MG12404-NXYZH
MG12405-NXYZH
MG12406-NXYZH
MG12407-NXYZH
MG12408-NXYZH
MG12409-NXYZH
MG124010-NXYZH
MG124011-NXYZH

MG12411-NXYZH
MG12412-NXYZH
MG12413-NXYZH
MG12414-NXYZH
MG12415-NXYZH
MG12416-NXYZH
MG12417-NXYZH
MG12418-NXYZH
MG12419-NXYZH
MG124110-NXYZH
MG124111-NXYZH
MG124112-NXYZH

BSC Flow section controller with normal casing - PCB only MG44444-NPCB

 - 12 section, 1 master valve connection
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Product Image Name Part Number

BHC hydraulic controller

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug

- 1+1 hydraulic connection
- 2+1 hydraulic connection
- 3+1 hydraulic connection
- 4+1 hydraulic connection
- 5+1 hydraulic connection
- 6+1 hydraulic connection
- 7+1 hydraulic connection
- 8+1 hydraulic connection
- 9+1 hydraulic connection
- 10+1 hydraulic connection
- 11+1hydraulic connection
- 12+1hydraulic connection
- 13+1 hydraulic connection
- 14+1 hydraulic connection
- 15+1 hydraulic connection
- 16+1 hydraulic connection
- 17+1 hydraulic connection
- 18+1 hydraulic connection

MG12501
MG12502
MG12503
MG12504
MG12505
MG12506
MG12507
MG12508
MG12509
MG125010
MG125011
MG125012
MG125013
MG125014
MG125015
MG125016
MG125017
MG125018

BHC hydraulic controller PCB modul only MG55555

 - 18+1 hydraulic connection
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Product Image Name Part Number

BHC hydraulic controller

- Dimensions: 220mm x 95mm x 150mm
- Weight: ~ 1 kg
- Valve connection cable length: 1.5 m
- Power cable length: 6 m
- 3-pin power plug

- 1+1 hydraulic connection
- 2+1 hydraulic connection
- 3+1 hydraulic connection
- 4+1 hydraulic connection
- 5+1 hydraulic connection
- 6+1 hydraulic connection
- 7+1 hydraulic connection
- 8+1 hydraulic connection
- 9+1 hydraulic connection
- 10+1 hydraulic connection
- 11+1hydraulic connection
- 12+1hydraulic connection
- 13+1 hydraulic connection
- 14+1 hydraulic connection
- 15+1 hydraulic connection
- 16+1 hydraulic connection
- 17+1 hydraulic connection
- 18+1 hydraulic connection

MG12501
MG12502
MG12503
MG12504
MG12505
MG12506
MG12507
MG12508
MG12509
MG125010
MG125011
MG125012
MG125013
MG125014
MG125015
MG125016
MG125017
MG125018

BHC hydraulic controller PCB modul only MG55555

 - 18+1 hydraulic connection

MachineryGuide Power Supply Options

Product Image Name Part Number

Cigarette plug power cable with 3 ways distributor MG31051

- Cigarette plug DC cable
- 3-output distributor with USB socket

MG11052
MG10094

3-pin plug power cable with USB car charger MG31052

- 3-pin plug DC cable
- USB car charger

MG11053
MG10093

DC cable without connector with USB car charger MG31053

- DC cable without connector
- USB car charger

MG11051
MG10093

3-pin and USB power cable MG11250

3-pin and USB power cable
- Length: 2.5 m
- Weight: 0.07 kg
- Connector type: 2.1 mm DC plug and cigarette plug
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About Us
MachineryGuide is the brand product of Budapest, Hungary based Afflield Ltd. The development of our products 
started in 2014 and since then have reached international interest and are being used all around the world, 
helping thousands of farmers in making their work more efficient. Our aim for the future is steadfast in continuing 
development, while we also welcome the opportunity to connect and cooperate with local distributors and 
manufacturers in the sphere of agriculture.  

Our Partners

Austria
SK Agrar 
Germany, Rottstrasse 85, 45966 Gladbeck
Tel.: +4920439570750
hermann@schultekellinghaus.net
www.sk-agrar.net

Bulgaria
Agrohol Ltd. 
Bulgaria, 9300 Dobrich, West suburban area, 
Eight 37 str.
Tel.:+359 88 826 6677
sales@agrohol.com
www.agrohol.com

Czech Republic
Tomas Urban - Terrajet
277 13 Kostelec n.L., Rudec 730
Tel.: +420 720 248 032
terrajet@atlas.cz
www.terrajet.cz

Croatia
Agronom d.o.o.
34000 Pozega Zagrebacka 171
Tel.: +385 (0)34 319 050
info@agronom.hr
www.agronom.hr

Germany
SK Agrar
Germany, Rottstrasse 85, 45966 Gladbeck
Tel.: +4920439570750
hermann@schultekellinghaus.net
www.sk-agrar.net

Great Britain
Altek International Limited
Great Britain, Barton Road, Brigg DN20 0LS
Tel.: 01652 688889
sales@altekinternational.com
www.altekinternational.com

Hungary
Zetor-Vas Ltd.
Nyíregyháza, Szabadságbokor 6, 4400
Tel.: +3642401628
iroda@zetorvas.hu
www.zetorvas.hu

Iceland
Kaupfelag Borgfirdinga
3100 Borgarnes, Egilsholt 1
Tel.: (00-354)430-5506
kb@kb.is
www.kb.is

Japan
Desun Tech inc.
Akigawa 5-10-12 Tokyo
Tel.: 042 518 7132
info@desuntech.jp
www.desuntech.jp

Portugal
CONSTRULASER 
Rua Nova de Real,  201 - R/C 4470-632  MOREI-
RA MAI PORTUGAL 
Tel.: 351 22 949 0540
info.construlaser@construmaquina.com
www.construmaquina.com

Spain
Linkend Ingeniería Informática SL
Calle Mayor 35, 5 02002 Albacete
Tel.: +34618659162
linkend@linkend.com
linkend.com

Switzerland
SK Agrar
Germany, Rottstrasse 85, 45966 Gladbeck
Tel.: +4920439570750
hermann@schultekellinghaus.net
www.sk-agrar.net
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Notes



24

MachineryGuide
www.machineryguide.hu

Afflield Ltd. HU-1184
Budapest Aranyeso u. 8.

info@machineryguideapp.com
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